a Technical Specification Sheet
o~

BG-1270F1 & F2
(12V 7.0Ah/20hr)
Rechargeable Sealed Lead Acid Battery
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Unit: mm
20 hour rate (0.35A,10.5V) /.0Ah
_ 10 hour rate (0.66A, 10.5V) 6.6Ah
Capacity 77°F(25°C)
5 hour rate (1.2A, 10.5V) 6.0Ah
1 hour rate (4.3A, 9.6V) 4.3Ah
Internal Resistance Full charged Battery77°F(25°C):22m® Nominal voltage (s+b SWs) 12V
Capacity affected by 77°F(25°C) 100% Length (mm/inch) (Usbk) 151/5.94
Temperature — - _ |
(20 hour rate) SRR TR Width (mm/inch) (<) 65/2.56
SR S Height (mm/inch) (gls)l) 93/3.66
Capacity after 3 month storage 90% : :
Self-Discharge _ Total Height (mm/inch) (i gwsl)  99/3.90
68°F(20°C) Capacity after 6 month storage 80% Aobrox Weight (k /|bS) ( L)
Capacity after 12month storage 60% PP ] Y J IS0 2'12/4'67
Max. discharge current 77°F(25°C): 105A(5S)
Float: 15.6~13.8 V//77°F/(25°C
Charge i W General FeatL
(Constant Voltage) Cycle: 14.5-14.9 V/77°F/(25°C)
Max. Current: 1.7/75A 47 ..\..oT)lS' bily 9_;)5)[_! le)_.‘ (AGM) (gl aduds 3la S 9ls
2T b s il 9o )8 aslal 9 ol I LS
Discharge Constant Current (Amperes at 77°F 25° T I 39aze Gilgh J& 9 Jea sl
End Points : ) : : B UL odudb azaliuh £
Volts/Cell 5 min 10 min 15 min 30 min h 3h 5h 10h 20h _ . .
1.60V 28.0 17.6 14.2 8.00 4.30 1.89 1.26 0.69 0.36 S8 50 b Jolak SIS )0 8 ol gb pus
1.65V 6L 16.8 13.6 7.70 4.20 1.84 1.24 0.68 0.36 SN 5 ppass & Sl ©9g 3 Slec
1.70V 25.0 16.0 13.0 7.39 4.10 1.80 1.22 0.67 0.35 P‘ Al 395
1.75V 23.5 15.2 12.4 710 4.00 1.74 1.20 0.66 0.35
1.80V 221 14.4 11.8 6.83 3.90 1.68 118 0.65 0.34
Discharge Constant Power (Watts at 77°F 25°C)
=W 5 min 10 min 15min | 30 min | 45 min Th 2h 3h 5h
1.60V 51.7 34.7 272 15.0 1.4 8.80 5.02 3.56 2.30
1.65V 49.2 33.0 26.] 14.4 10.8 8.40 4.89 3.47 2.26
1.70V 46.6 311 25.0 13.9 10.3 8.00 4.77 3.38 2.22
175V 441 29.3 24 13.3 9.90 7.60 4.62 3.28 218
1.80V 41.4 277 23.0 12.8 9.60 7.3 4.47 317 e b,
Component Positive plate | Negative plate | Container Cover Safety valve Terminal Separator Electrolyte
Raw material | Lead dioxide Lead ABS ABS Rubber Copper Fiberglass Sulfuric acid




BG-1270F1 & F2

Charge characteristic curve
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Relationship between charging voltage
and temperature
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Life characteristics of standby use
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DISCHARGE TIME

Cycle service life in relation to depth
of discharge
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Self-discharge characteristic
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Temperature effects on capacity
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