Rechargeable Sealed Lead Acid Battery

a Technical Specification Sheet
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Terminal Dimensions
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Designed S0 5l
Floating Life > vears g E s e
g ;5)|).|n.|o| P r:u.w.y.u
) 20HR(0.9A,1.75V) 10HR(1.7A1.75V) 5HR(3A,1.75V) HR(12A,1.75V) _ _
Capacity (25°C) Sk bl
18AH 17/AH 15AH 12AH
. ] L th Width Height Total Height
Dimensions =9 _ [ °° 09 s
181mm(7.13inch) 76mm(2.99inch) 167mm(6.57inch) 167mm(6.57inch)
Approx. Weight 6Kg (13.23 Ibs) 997 5 walytS 38 Syl by (AGM) sl dius Q3lz )9
Ol L el y S 03yS aslsl l il 3l
IF?ternal Full charged at 25°C: 0.012 Ohm 2l Cdo S 025 9 6aleS 31 s <
— IAT- 6535 lysia b Gillas = Caus 3940 3lsd Ji 3 Joo by
Self Discharge 3% of capacity declined per month at (25°C) A/ICAO A67
Capacity 40°C 25°C 0°C -15°C
o by 102% 100% 85% 65% Uk ows st >
Temp. (20HR) ; ’ ’ ’ 8l 4352 b jolid sy ¢ 3Vsb yac
Charge Voltage Cycle use Float use -tSJl-\-eﬁ 9 yos 4 3L 99y S
(2500) 14.4-15V(-30mV/°C), max. 13.6-13.8V(-20mV/°C) o
Current: 5.4A ' ' - S 455 395
Component Positive plate | Negative plate | Container Cover Safety valve Terminal Separator Electrolyte
Raw material | Lead dioxide Lead ABS ABS Rubber Copper Fiberglass Sulfuric acid

(Note) The above characteristics data are average values obtained
within three charge/discharge cycles not the minimum values.
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Charge characteristic Discharge characteristic (25°C)
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Relationship of OCV and state of charge Self-discharge characteristic
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REMAINED CAPACITY (%)

STORAGE TIME: MONTHS

F.V/Time 5 min 10 min 15 min 30 min 1HR 3HR 5HR 10HR 20HR
1.60V 70.3 435.8 55.0 20.1 12.8 5.62 3.45 1.92 101
1.67V 66.0 41.5 51.8 19.35 12.6 5.40 5,56 1.90 0.97
1.70V 60.5 40.0 31.0 17.5 12.2 5.04 35.29 1.89 0.96
1.75Y 595 38.8 30.0 16.6 1.7 4.87 5.22 1.84 0.93
1.80V 53.0 37.0 27.5 15.4 10.9 4.68 3.02 LEl 0.9l
1.85V 46.8 35.5 24.5 14.2 10.2 4.5] 2.835 1.76 0.88

Constant power discharge ratings (Watts at

F.V/iTime 5 min 10 min 15 min 30 min 1HR 3HR 5HR 10HR 20HR
1.60V 123 120 60.3 56.5 23] 9.96 5.80 3.84 202
1.67V 19 77.0 58.5 55.5 228 0.65 5.78 3.82 1.94
1.70V 12 6.5 59.0 53.5 22.5 Q.22 5.70 3.80 1.92
1.75V 95 /6.0 58.5 52.5 221 9.00 5.65 572 1.87
1.80V 103 74.9 54.3 50.8 20.9 8.74 548 3.64 1.82
1.85V 9356 /1.0 49.2 28.8 19.6 8.47 5.50 3.50 1.75

Page 2 of 2




	12v18ah-1.pdf (p.1)
	12v18ah-2.pdf (p.2)

